
   
 

 
  

INSTRUCTIONS FOR 
GT3532-AG 



Item No.;GT3532AG
Capacity:35T
Working air pressure:8-12Bar/120-175PSI
Min Height:360mm
Lifi�ng Height:267mm
Max height:772mm
Extension:100mm+45mm

Technical Data



Assembly Usage

8-12bar/120-175psi

8-12bar/120-175psi



NO. Description

1H01 Dustproof Ring

1H02 Guide Ring

1H03 Tie In

1H04 Outer Sleeve

1H05 O ring

1H06 Locking ring

1H07 Top Cover

1H08 Piston

1H09 XTP

1H10 Guide Ring

1H11 Base

1H12 O ring

1H13 Screw 

NO. Description NO. Description

1H14 Oil Cylinder Assy 1H31 Screw

1H15 Pump Assy 1H32 O ring

1H16 Safe Valve 1H33 Locking Ring

1H17 Tie In

1H18 Lifting Handle sets

1H19 Oil tank

1H20 Adaptors

1H21 Screw

1H22 Switch

1H23 Handle Grip

1H24 Handle

1H25 Tie In

1H26 Wheel axle Sets

1H27 Wheel Sets

1H28 Screws

1H29 Screws

1H30 Screw



LHJ01

LHJ02

LHJ03

LHJ04
LHJ05
LHJ06
LHJ07

LHJ08
LHJ09

LHJ10

LHJ11
LHJ12
LHJ13
LHJ14

LHJ15
LHJ16

LHJ17

LHJ18
LHJ19
LHJ20
LHJ21

LHJ22 LHJ23 LHJ24
LHJ25 LHJ26LHJ27

LHJ28 LHJ29
LHJ30

LHJ31LHJ32
LHJ33

LHJ34
LHJ35

LHJ38

LHJ37

LHJ36

LHJ45
LHJ44
LHJ43
LHJ42
LHJ41
LHJ40

LHJ48

LHJ47

LHJ46

LHJ50

LHJ49

LHJ68
LHJ67

LHJ66LHJ65
LHJ64LHJ63

LHJ62
LHJ61

LHJ51
LHJ52

LHJ53
LHJ54

LHJ55LHJ56
LHJ57

LHJ58

LHJ59
LHJ60

LHJ39

NO.: Description NO.: Description NO.: Description
LHJ01 screw nut LHJ24 air cylinder LHJ47 spring
LHJ02 tie in LHJ25 spring LHJ48 steel ball
LHJ03 piston LHJ26 pluger rod LHJ49 safe valve
LHJ04 O ring LHJ27 pluger cover LHJ50 tie in
LHJ05 spring LHJ28 O ring LHJ51 oil pump
LHJ06 tie in LHJ29 piston LHJ52 pluger bushing
LHJ07 fitter LHJ30 PK sealing LHJ53 O ring
LHJ08 screw nut LHJ31 Z8 sealing LHJ54 O ring
LHJ09 screw LHJ32 piston LHJ55 O ring
LHJ10 silencer LHJ33 rubber cap LHJ56 locking ring
LHJ11 clamp LHJ34 O ring LHJ57 check valve
LHJ12 steel ball LHJ35 screw nut LHJ58 steel ball
LHJ13 spring LHJ36 steel ball LHJ59 spring
LHJ14 screw nut LHJ37 spring LHJ60 screw nut
LHJ15 steel ball LHJ38 tie in LHJ61 spring
LHJ16 spring LHJ39 screw LHJ62 oil drain bolt
LHJ17 screw nut LHJ40 tie in LHJ63 oil drain piston
LHJ18 steel ball LHJ41 piston LHJ64 O ring
LHJ19 screw nut LHJ42 O ring LHJ65 end cover
LHJ20 spring LHJ43 spring LHJ66 O ring
LHJ21 screw nut LHJ44 air inlet valve LHJ67 tie in
LHJ22 B3 sealing LHJ45 screw nut LHJ68 clamp
LHJ23 locking ring LHJ46 tie in GT3532AG
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// GAITHERTOOL.COM 
 

 

ABOUT US 
Gaither Tool Company, Inc. founded in 1988, is an international organization committed to serving the tire and trucking industry. It invents and 
manufactures convenient tools and systems needed to service and maintain tires and wheel assemblies. 

 
Gaither Tool Company, Inc. continually invests in research and development to bring to its customers the most effective tools in the business. 
It strives to improve efficiency and reduce costs for customers all over the world working in truck maintenance shops as well as on-the-road 
tire service providers. Bandag, Euromaster/Michelin, Bridgestone’s First Stop, The United States Armed Forces... just to name a few. 

 
Gaither supplies products to customers in over 100 countries, selling through exclusive and nonexclusive distributors. Gaither Tool Company, 
Inc. is headquartered in Jacksonville, Illinois, U.S.A. In 1997 it opened a branch office located in Roosendaal, Holland to better serve the 
European market. In 1999 that office was incorporated in Holland and Gaither Europe BV was started. Gaither’s manufacturing plant and 
warehousing for International distribution is located in Taichung, Taiwan. 

 
With a strategically placed location in both The United States and The Netherlands, we are able to serve the global industry 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

CONTACT US 
 

gaithereurope.com 

 
GAITHER EUROPE BV  
Rechtzaad 6 
4703 RC Roosendaal (Holland) 

 
t +31 (0) 165 554475 
f +31 (0) 165 391819 
e evd@gaithereurope.com 

 
 
 
 
 
 
 
 
 

CHANGING THE WAY THE WORLD CHANGES TIRES 

mailto:evd@gaithereurope.com
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